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 TP04P 

TP04P series product is a PLC equipped with a text panel. It provides abundant 

instructions, and is equipped with a 8k step-program memroy. It supports digital 

input/output modules and analog modules (A/D and D/A conversion, and 

temperature units). Please refer to DVP-ES2/EX2/SS2/SA2/SX2/SE Operation 

Manual—Programming for more information about the explanations of instructions. 

Users can purchase a program copy card  to copy programs quickly and save 

download time. The editing software provides various object icons (bitmaps) to meet 

users’ requirements. 
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 TP04P Product Outline and Dimensions 

 Front Panel 

Power LED indica tor 

Alarm LED indica tor

Display area

Escape /Exit key

Nemeric keys

Up/Down keys

Enter key

Le ft /R ight keys

User -def ined key

 

 Back Panel 

Program copy 
card interface

DC power supply

Program uplaod/download
communication port (USB)

RS485 communication

Run/Stop swtich

Input/output terminal blocks

Input/output 
terminal blocks

 

 Front View and Right Side View (Units: mm, [ ]: inch)  

E l e c t r i c a l  a n d  H a r d w a r e  S p e c i f i c a t i o n s  
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TP04P electrical specification 

Model 
Spec. 

TP04P-16TP1R TP04P-32TP1R 

CPU LPC1787FBD208 

Program memory 1 MB-flash memory 

RAM of the system 64K Bytes 

Power supply voltage 
24VDC (-15% ~ 20%) (With counter-connection protection on the 
polarity of DC input power) 

Power consumption 3.2W 5.2W 

Insulation resistance > 5 MΩ (all I/O point-to-ground insulation resistance: 500 VDC) 

Noise immunity 

ESD (IEC 61131-2, IEC 61000-4-2): 8KV Air Discharge 
EFT (IEC 61131-2, IEC 61000-4-4): Power Line: 2KV, Digital I/O: 
1KV, 
Analog & Communication I/O: 1KV 
Damped-Oscillatory Wave: Power Line: 1KV, Digital I/O: 1KV 
RS (IEC 61131-2, IEC 61000-4-3): 26MHz~1GHz, 10V/m 

Ground 
The diameter of ground cannot be less than the diameter of the 
power cable. (If severla PLCs are used, they should be grounded 
directly.) 

Operating temperature 
for hardware 

0°C~50°C: Relative humidity: 20%-90% RH (non-condensing) 

Storage temperature for 
hardware 

-20°C~60°C 

Waterproof class of the 
front panel 

IP66/NEMA4 

Vibration/Shock 
resistance 

International standards IEC61131-2, IEC 68-2-6 (TEST Fc)/ 
IEC61131-2 & IEC 68-2-27 (TEST Ea) 

Weight 420g 444g 

Dimensions 175.8 × 108.6 × 59.2 mm (Width(W) × Height(H) × Deep(D)) 

Cooling method Natural air cooling 
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Series name

P -

P L C m o d e

3 2T P 0 4 T P 1 R

Number of input/output po in ts

Input/output function

Outpu t type  

 

Model 
Input Output I/O Configuration 

Point Type Point Type 32TP1R 16TP1R 

TP04P-32TP1R 16 

DC 
(Sink or 
Source) 

16 

Relay 

Y10
Y11
Y12
Y13
Y14
Y15

C1

S/S0

X0
X1
X2

X5
X6
X7

X4
X3

Y16

Y17

S/S1

X10
X11
X12

X15
X16
X17

X14
X13

Y0
Y1
Y2
Y3
Y4
Y5

C0

Y6

Y7

 

S/S0

X0
X1
X2

X5
X6
X7

X4
X3

Y0
Y1
Y2
Y3
Y4
Y5

C0

Y6

Y7

 

TP04P-16TP1R 8 8 

 

 

 

 

O r d e r i n g  i n f o r m a t i o n  


